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Application form
to order stationary belt conveyor
Name of the company___________________________________________________________________________
Address______________________________________________________________________________________

Phone/fax/e-mail_______________________________________________________________________________

Number of conveyors_______________________________________________________________________ units
Item numbers__________________________________________________________________________________

Information about belt conveyor, transported material, service conditions
	Parameter name
	Value
	Note

	Main technical characteristics of belt conveyor
	Belt width, mm
	
	

	
	Length of
	in horizontal direction
	
	

	
	conveyor, m
	along the route
	
	

	
	Hosting height, m
	
	

	
	Capacity level, t/hour
	
	

	
	Angle of inclination (highest on route), degrees
	
	

	
	Belt speed, m/s
	*
	

	
	Drive power, kW
	*
	

	Characteristics of transport material
	Name of material
	
	

	
	Bulk mass, t/m3
	
	

	
	Fractional makeup (size), mm
	
	

	
	Humidity, %
	
	

	
	Temperature, 0С
	
	

	Conveyor work conditions
	Open air, heated space, unheated space
	
	

	
	Range of air temperature, 0С
	
	

	
	Ambient humidity, %
	
	

	
	Dust concentration in drive pulley section, g/m3
	
	

	
	Shape (open, entrenched conveyer without cover, with cover, with cover and sealing, another)
	
	

	
	The average number of  on and off switching per day (start-up rate)
	-
	

	Design features
	Drive type
	Gear motor
	

	
	Drive position (right or left)
	
	

	
	Conveyor belt
	«Sava», Matador»
	

	
	Tensioning device type (screw or take up by gravity)
	
	

	
	Length of tension, mm
	*
	

	
	Clearers of belt and pulleys
	
	

	
	Lock out device
	Rope
	


* Fill the manufacturer
Please, provide the picture or drawing of conveyor geometric layout in plane view with an indication of loading and unloading section, the place of drive and tensioning device.

Note
In places of material feed install 2 optional trough rollers.

Conveyors are produced in general-purpose industrial version. If you have special requirements (for example, climatic category, resistance to aggressive requirements, fire/explosion protection etc.) inform about it additionally. 
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